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PROJECT PROPOSAL

Turbo water Evaporation Air Conditioner.

For Arid & Semi - Arid Region 



Time Frame for Construction and Illustrating:  [One Week.]

Time frame for functioning, Monotoring, Data Collection and Analysis:[One Month.]

Estimation Expenses: [120.000 SDG.].

Country of Implementation – SUDAN –Khartoum   





Funding Bodies 



Supervision.





Design and Ownership:

Engineer: Hussein Mohamed Hussein Ibrahim,

Private Researcher and Innovator. 

BSc: Agricultural Sciences, University of Gezira –SUDAN 

MSc: UNICCO - Chair In water Resources Development & Management.

Email:hussio777@hotmail.com&hussio67@yahoo.co.uk

Cell +249(0) 184 080 02.   -  +249 (0) 1000 98776.
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ABSTRACT

Title: Double Turbo- Water- Evaporation Air- Conditioner.

Introduction:The North Sudan is classified as Arid and Semi-Arid Area, According to the Geographical site of view, where heat and drynessdominant and forming the daily climate,which will generate Heat Stress for people and Agriculture restricting growing some varieties. The heat stress reflected as a bad impact for daily Hume being acting and production, this climate forming and governing the local environment both of the Indoors….( Homes, Offices, Class rooms, Meeting halls, Hospitals, Institutions and etc….and outdoors such as yards and open space.

All this together warrantan Air- conditioner with deferenttypes and deferent concepts to optimizing the weather and environment at least in the daily working [Indoors].

 Problem stating and hypothesis: The Current Air- Conditioners needs some modification forboth makethem more efficient and“upgrading the Heat Exchange value”, decreasing energy consumption –and whetherthe new –modificationconcepts will full filling the goals, permit the sustainability in different way –and permit a bold and strengthen base for makes the Air-Conditioners very efficient by adding new ideas with keeping the same price per unit 

Objectives:

· Increasing the Heat Exchange Value *.

· Decreasing the Evaporate that forced to go inside - doors in the current models 

· Minimizing the Energy consumption that needed to cool the Indoors area in cubic meters. 

· Governs and forcing the heat exchangeevaporation heat to be chasing the evaporation to outside.

· Construction the modified model under the new concepts of increasing the heat exchanging by applying the Turbo System. That forcing the heat to go outside of cooling area .and to decreasing the evaporation that forced to go inside by the main shafting fan.

· Govern the evaporation resulted by the watering medias[Cartoon or wooden friction] outside doors  ]

· Minimizing the energy consumption by generating cooling in a few minutes.

· Chasing the mosquito to outdoors.  

· Decreasing theblockingmedia by dust. With automatic cleaning option. 

Methods:

· Constructing a pilot model included the specific changes and modification under the new rationales andconcepts.

· Functioning the modified model,monitoring, reporting the out puts data collection and analyzing under specific way using the analysesing methods and well designed experiments and applying the scientific data collecting and applying some programs such as SSPS.To find out the significant changes and out puts.

· Comparing the Modified model with current one. With the consideration the hard scientific way

· Conclusion: The Goals of applying this idea is to upgrading the efficiency of the currentsystem by establishand permit scientific researches in this field and to bring the current Conditioner to the informant of all ordinary ones. The challenges required to materializing the new ideas to permit a good basement for establishing a newknowledge 

By: Hussein Ibrahim. Mail: Hussio777@hotmail.com, Cell #: +249(0)918408002- Khartoum –SUDAN.



بسم الله الرحمن الرحيم

مقترح تصنيع مكيف صحراوي دو خصائص عالية

اسم المشروع :

 مكيف مبادل حرارى (الماء) مزود تيربو لمضاعه عمليه التبادل الحرارى

مصمم ليعمل في المناطق  الجافه وشبه الجافه

Arid & Semi-Arid Region

الحيز الزمنى لعمليه التصنيع والاعداد :اسبوع واحد

الجدول الزمنى لتشغيل وحدات تجارب (تشغيل . جمع المعلومات .تحليل المعلومات والتقييم النهائي يشمل دلك  تصميم تجربه وجمع المعلومات من عدد من    الوحدات ( معدله ووحدات مراقبه في ظروف مختلفة وفى اوقات مختلفة Random and Systematic  من النهار والليل وتحليل المعلومات الممثلة تمثيلا حقيقيا للتجربة بواسطه الطرق الإحصائية  المستعملة يشمل دلك التحليل الإحصائي بواسطه برامج مثل

.مع الالتزام بتصميم تجربه معبره تعبيرا صحيحا وعينات محايده SPSS

التكلفة الكلية :120.000 SDG

الجهة الممولة………………..مكانالتصنيع……………...مكانالاختبار…………………







المشرفون والجهات المشرفة
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ماجستير علوم واداره المياه / كرسي اليونسكو لعلوم المياه والبيئة

UNESCO-Chair in Water resources Manage & development
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مقدمه:يعتبر ويقسم شمال السودان من انه يقع ضمن المناطق الجافه وشبه الجافه .تتدرج فيه معدلات الامطار جنوبا بالزيادة مما يشكل القطاعات المختلفة .وعموما يسوده غالبه الارتفاع في درجات الحرارة مما يشكل ضغطا خصوصا في المجالات الملغة ( غرف المعيشة ,قاعات الدروس والمحاضرات ,المكاتب وقاعات العمل والاجتماعات ) مما دعي الى تقليل الضغط الحرارى في مناطق التجمعات الداخلية واحيانا الخارجية ايضا, تميل الغالبية العظمى في تقليل الحرارة عن طريق استعمال المكيفات الملطفة للجو والتي تعتمد علي التبادل الحرارى بين الحيز الداخليوالخارجي باستعمال مكيفات تستخدم الماء في عمليه التبادل الحرارى 

تستعمل هده المكيفات ايضا في القاعات المعدة موقتا لاستضافه التجمعات مثل قاعات الاعراس والعز وماتالخاصة بالعادات الاجتماعية

كما ظهر حديثا استخدام هده المكيفات بوحدات اكثر حجما في وحدات الزراعةالمحمية (البوت المحمية ) بعد عزلها من البيئةالخارجية بمواد مثل البولي ايثلين ودلك لتوفير بيئة غير ضاغطه لنباتات اعدت لتنمو في خلاف الموسم  عن طريق تقليل الحرارةالداخلية . كدلك استعملت وحدات اكبر تعتمد ايضا على الوسط المائي كمبادل حرارى في عنابر النتاج الحيواني وخصوصا عنابر انتاج الدواجن التي من الممكن للضغط الحرارى ان يقلل من عمليات النمو واستغلاب المواد الغذائية ,

مشكله البحث والفرضيات : في الوحدات التي تستخدم الماء كمبادل حرارى لوحظ انه لا تتم عمليه التبادل الحرارى بكفاءةعالية نظرا للمراوح المستخدمة في عمليه ادخال الهواء الملطف الى الحيز الداخلي ,مما يدخل معه الهواء الدى استعمل في عمليه التبخير .مما يشكل ممانعة في عمليه التبادل الحرارى بين الحيز الداخليللوحدة والحيز الخارجي ,كما يمكن ان يظهر دلك عند اغلاغ الغرف مما قد يؤدى ايضا الى تقليل عمليات التبادل الحرارية

 الحلول والمقترحات :تركيب نظام داخلي في الوحدة يضاعف عمليه التبادل الحرارى ويعظم من عمليه التبخير الضرورية لاكتساب الوسط الداخليالبرودةالمطلوبة حتى عند غلق الحيز الداخلي

فوائد النظام :

· زياده عمليه التبخير (الوسط المبادل للحرارة )

· تعظيم عمليه التبادل الحرارى 

· زياده تلطيف الحيز الداخلي

· تعظيم الاستفادة من الطاقةالمتاحة . ونقص الاستهلاك الكهربائية مقارنه بكفاءة التبريد

· يمكن استعمال النظام في الوحدات الصغيرة ( غرف المعيشة ). او في الوحدات الكبيره المستعملة في البيوت المحمية للزراعات البستانية او في وحدات وعنابر الانتاج الحيواني ( انتاج الدواجن ).

· سهوله تركيب وسهوله االصيانة وتعتبرالفكرةمقبولةومرضيه للمستهلك

· لبساطتهاولفائدةالمرجوة.
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· يقترح تنفيد عدد 3 وحدات يركب فيها النظام وعدد 3 وحدات للمراقبة

· يقترح استخدام الاحجام العادية للوحدات المعمول بها .

· يتم تشغيل وحدات التجربة ووحدات المراقبة في ظروف مختلفة لاتجاهات الهواء شمال – جنوب  . وشرق – غرب 

· يتم تشغيل الوحدات جميعا في ارتفاعات مختلفة من سطح الارض

· يتم تشغيل الوحدات بعد وضعها في الظل او تحت اشعه الشمس 

· يتم وضع ثير ومترات ( وحدات قياس الحرارة ) .في مناطق تدفق الهواء من الوحدات وفى مناطق التبادل الحرارى كما يمكن وضع مزيد منها في الظل وتحت اشعه الشمس المباشرة .

· تؤخذ القراءات كل نصف ساعه من جميع الوحدات.كما يمكن اخد قراءات عشوائية 

· تجمع القراءات لمده لا تنقص عن اسبوعين في التشغيل تحت كل الظروف الخاصة بتصميم التجربة ويراعى ان تكون القراءات ممثله تمثيلا حقيقيا لكفاءة الوحدات .وبعد جمع القراءات يتم تحليلها احصائيا عن طريق برامج  التحليل الإحصائي لاستخراج المعدلات والفروق المعنوية .ودلك لمعرفه الكفاءات المختلفة بين وحدات التجربة 

· يتم عمل التحليلات وعمل التقرير النهائي وعليه تقيم مشكله البحث واثبات او نفى فرضيات البحث.

الخاتمة:

1 - عموما من الناحيةالنظرية تعتبر الفكرةمقبولة جدا  حسب النتائج العملية المعمول عليها والمنفذ بها  طريق المبادلةالحرارية عن طريق الماء وحسب الملاحظات ومقارنتها مع الوحدات التقليدية المعمول بها كما تعتبر التجربةالعلميةضرورية ليس فقط في اثبات الفرضيات ولكن ايضا في حساب ومعرفه الكفاءةالحقيقيةوالإضافة في اثبات النظريةالموضوعة فيما يخص كفاءه التبادل الحرارى .كميه الحرارةالمزاحة. كميه التلطيف الداخليللحيز.

2 - حساب كميه الطاقةالمستهلكة / كفاءه الوحدة .

امكانيه تطبيق النظام في الوحدات الكبيره التي يمكن ان تستعمل في الصالة المؤقت المستعملة في استضافه التجمعات في 3- المناسبات الاجتماعية .الاعراس والعز ومات

كدلك استخدامات هده الوحدات في الزراعةالمحمية وعنابر تربيه الدواجن .

4 - امكانيه استخدام هده الوحدات تجاريا .داخل السودان وكدلك امكانيه الاستفادة منها تجاريا خارج القطر.
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The New Innovation is Increasing The heat Exchange Capacity Through Modification the Back Side of the Cooling Pads. Replacing Essential Parts for Maximizing the Cooling Capacity .
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University of Khartoum

Faculty of Arts

TRANSLATION AND ARABICIZATION UNIT
Khartoum - Sudan - PO Box : 321 - Tel : 0153986188

Translation in conformity with the original in Arabic

Sudan Ministry of Justice
Intellectual Property Registrar
Patent Document
Issued under the Provisions of Article 19 (1) of Patent Act for 1971 & Article 6(1) of the
Regulation (Form No.7)
This patent is awarded beneficiary’s liability with no guarantee of its authenticity ‘
Article 18 (3) of the Act
Pursuant to the application No: 4619/2017, submitted29/11/2017, we certify that the hereunder-
mentioned person has been awarded the patent right No3791
1/Date of renewal:29/11/2018
2. Name of Patent Owner: HUSSEIN MOHAMED HUSSEIN IBRAHIM
3. Address: Alnuzha neighborhood, Phone: 0918408002
4. Invention Title: High cooling inducer air condoner
5. Description of Invention:
A water conditioner contains two upper and lower rooms separated by a perforated barrier to pass
water from top to bottom, with a turbo fan in the lower part( water tank). The fan pulls the air
from the outside through the water flowing from top to bottom. The exchangeable heat is
expelled d to the outside via a controllable outlet. The water conditioner also contains cardboard
that can be installed in the barrier.
- 5. Patent rights that require protection
a/Protection of the way the device works as described above.
b/ protection of production & manufacturing
6. Name of the origina! inventor: HUSSEIN MOHAMED HUSSEIN IBRAHIM
7. Patent should be renewed annually
This document issued at my hand on the 20" of December, 2017 and the inventor has been
awarded the patent on his own liability.

Signed: Soad Alamin, Intellectual Property Registrar

®  Stamp of the Intellectual Property Registrar, Ministry of Justice.
This translation is certified true, correct, and in conformity with the text presented to us (MO/FZ).

Ur.~. - of Khartoum
Faculty of Arts

TAR aag
iU

Transiatior: and
Arabicizaticn Unit
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ABSTRACT   IN   most   of   Rural Areas “ Developing  Countries” , the farmers and cultivation  communities depends on the surface water   (Irrigation Channels,  open ponds,  natural streams and other for their drinking and other domestic uses    The people used to  drink  this   water , food  preparation   and   other domestic uses  without any means of purification or steriliza tion, which will result in cau sing them  the water  diseases   and infection and then resulting in wasting man power , wasting  times and efforts.   Children are the   most weak to recover these infections    This Innovation is designated to decrease the hazard of contaminating water for  the Agricultural sector, minimizing the hazard of this ult imately resources and  offering clean    safety drinking  water.   The concepts are removing  turbidity, through   coagulation, rapid mixing,  flocculation , collided and suspension  material and   sedimentation   All this subsequences essentially needed in water purifying    the invented system  can do all these Subsequence    (ALL IN  ONE )in one    c ompact tank containing  interior    barriers for rapid mixing, Clean water collection cone - Regulated by Flap  Valve -   Smart Central Valve     and numbers of controlling valve which can  functioned  manually   by a person or it can be controlled by  autom atic   valve  connected to programmed control panels  –   using the solar energy if the  direct  electricity power is not secured in the specific area     The other connected parts is a biological Re - Washable Sand Filter, surface  Reservoir and Elevation tank  –   The hy draulic head of the elevation tank will secure  launching re  – washing the Sand filter from time to time to renewing the efficiency  of the System.   This System can be Pre -   Fabricated of cheap materials such as fiber  glass.   I believe this Simple and compact sy stem will meet the acceptance of the simple  farmers    as it  Can be functioning be people in order to provide the means of  participation,  adopting, upgrading water knowledge,   and sustainability.   By: Hussein Ibrahim, - 21th of Octo ber 2016 - 10 - 21.   Email:   hussio777@hotmail.com      &        hussio67@yahoo.co.uk Individual Researcher &Innovator.     Cells +249  (0) 918408002   & +249 (0)10098776  – Khartoum  - SUDAN  
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IN most of Rural Areas “Developing Countries”, the farmers and cultivation communities depends on the surface water (Irrigation Channels, open ponds, natural streams and other for their drinking and other domestic uses 

The people used to drink this water, food preparation and other domestic uses without any means of purification or sterilization, which will result in causing them the water diseases and infection and then resulting in wasting man power, wasting times and efforts. Children are the most weak to recover these infections 

This Innovation is designated to decrease the hazard of contaminating water for the Agricultural sector, minimizing the hazard of this ultimately resources and offering clean  safety drinking water.

The concepts are removing turbidity, through coagulation, rapid mixing, flocculation, collided and suspension material and sedimentation

All this subsequences essentially needed in water purifying  the invented system can do all these Subsequence  (ALL IN ONE )in one  compact tank containing interior  barriers for rapid mixing, Clean water collection cone-Regulated by Flap Valve- Smart Central Valve   and numbers of controlling valve which can functioned manually by a person or it can be controlled by automatic valve connected to programmed control panels – using the solar energy if the direct electricity power is not secured in the specific area 

The other connected parts is a biological Re-Washable Sand Filter, surface Reservoir and Elevation tank – The hydraulic head of the elevation tank will secure launching re –washing the Sand filter from time to time to renewing the efficiency of the System.

This System can be Pre- Fabricated of cheap materials such as fiber glass.

I believe this Simple and compact system will meet the acceptance of the simple farmers  as it Can be functioning be people in order to provide the means of participation, adopting, upgrading water knowledge, and sustainability.

By: Hussein Ibrahim,-21th of October 2016-10-21.

Email:  hussio777@hotmail.com    &     hussio67@yahoo.co.ukIndividual Researcher &Innovator.     Cells +249 (0) 918408002   & +249 (0)10098776 –Khartoum -SUDAN






